PRODUCT DATA
HOUGHTO-SAFE® 419-TY

SAFETY AND PERFORMANCE 

FOR THE FOOD INDUSTRY

Houghto-Safe 419-TY is a fire resistant hydraulic fluid that provides excellent performance in hydraulically operated food processing equipment - fryers, ovens, breaders, conveyors and other auxiliary equipment.
Houghto-Safe 419-TY is a high performance water glycol fire resistant hydraulic fluid.  It is designed to provide maximum safety in food plant applications where there is a fire hazard such as open flames or high temperature areas.

Houghto-Safe 419-TY is specially formulated for use in meat and poultry plants operating under the USDA inspection program that requires lubricants and hydraulic fluids to be acceptable for incidental contact with food.

TYPICAL PHYSICAL PROPERTIES

Appearance




Water-white


Viscosity @ 100°F, SUS


190


pH






9.5


Specific Gravity, 60°F



1.045


Pour Point, °F




-40


Pounds Per Gallon, 60°F


8.7


Flash Point, °F




N/A


Fire Point, °F




N/A

USE WHERE INCIDENTAL CONTACT WITH FOOD IS POSSIBLE (USDA H1)
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HOUGHTO-SAFE 419-TY

Safety from fire hazard is the prime reason to use fire resistant hydraulic fluids.  Houghto-Safe 419-TY combines safety from fire hazard and provides high quality performance in hydraulic pumps and components.

Houghton International has over forty years experience as a manufacturer of water glycol fire resistant hydraulic fluids.

Houghto-Safe 419-TY is compatible with most seals and hoses used with petroleum oil, Viton, Buna N, teflon and ethylene-propylene rubber (EPR) are just a few of the types of seals that are used with Houghto-Safe 419-TY.  Ask your Houghton representative for a more comprehensive list of compatible seals and hoses.

Do not use tap water or any type of hard water with Houghto-Safe 419-TY.  Use soft, deionized or distilled water only.

PUMP TEST:
ASTM D-2882 modified procedure - Vickers V-104-C 



pump

TEST CONDITIONS


Test Period, Hours



500


Discharge Pressure, psi


1500


Fluid Temperature, °F



140


Pump Speed, rpm



1200


Output Volume, GPM



7.5

TEST RESULT


Cam Ring Wear, mg



45


Vane Set (12) Wear, mg


28

SHIPPING INFORMATION
Houghto-Safe 419-TY is shipped in 55 (U.S.) gallon (208 liter) drums and in bulk.
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HOUGHTO-SAFE 419-TY

STORAGE/HANDLING/DISPOSABILITY

No health or safety hazards exist when Houghto-Safe 419-TY is stored, used and disposed of in accordance with instructions given on the Material Safety Data Sheet for this product.

WARRANTY
The information given here is considered to be correct and is offered for your consideration, investigation and verification.  No warranties are expressed or implied, since the use of our products is beyond our control.  Statements concerning the use of Houghton products are not to be construed as recommending the infringement of any patent.

EXPORT STATEMENT

This commodity and its technology are subject to the export control laws and regulations of the United States Government.  Buyer agrees that it shall not make any disposition, by way of export, diversion, transshipment, re-export or otherwise, except as expressly permitted under United States law.
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