PRODUCT DATA
RUST VETO® 342

TRANSLUCENT COATING FOR HEAVY-DUTY PROTECTION

INDUSTRIAL GRADE COSMOLINE®
Rust Veto 342 is a thin fluid type rust preventive that leaves an amber, translucent, waxy dry film.  It protects iron and steel from rust for lengthy storage indoors and outdoors.

Numbers and lettering can be clearly seen through the film when the solvent has evaporated from it.  This makes it possible to easily identify codes on items left in storage for long periods.

Those of you with a military background or who are familiar with weaponry, will recognize Rust Veto 342 as the industrial grade of our old reliable Cosmoline® Rust Inhibitor.

Rust Veto 342 offers good protection to steel against salt spray and outdoor weathering.

FEATURES
· Gives amber, translucent, protective coating

· Coating is dry firm wax

· Film won't crack or flow from - 40°F to 175°F (-40°C to 79.4°C)

· Easy to apply

· Good for shed, outdoors and salt spray protection
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RUST VETO 342
TYPICAL PHYSICAL PROPERTIES

Type of film




Amber, translucent, non-tacky, plastic dry film

Film Thickness



0.0020 in average (.050 mm)

% Volatile




50.0%

Flash Point




105°F, min. (40.5°C)

Flow Resistance @ 175°F


The film will not flow; test (79.4°C)






is run on a flat surface held in 







a perpendicular position.

Coverage




400 ft2 per gallon







(19.6 m2/liter)

Removability




Removable with petroleum







solvent/emulsion cleaners







such as Houghto-Clean 221 or Cerfa-Kleen S-7 or S-8.

Specific Gravity @ 15.5°C

.879

Weight




7.3 lbs./gal.

PROTECTIVE PROPERTIES
Laboratory Test:


Humidity Protection @
30 days, minimum


   
120°F (49°C)



Humidity Protection @
30 days, minimum



100°F (38°C)



5% Salt Spray Protection
14 days, minimum
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RUST VETO 342

All tests were run on polished, low carbon steel panels, dipped into neat Rust Veto 342 and allowed to dry for 18 hours.

Seven day corrosion test at 130°F (54°C) on brass, cadmium, zinc, magnesium, aluminum and steel.

Less than 1.0 mg change in weight per cm2 of surface for any of these metals.

RECOMMENDED USES
Rust Veto 342 protects equipment or material stored in sheds or outdoors for long periods.  It is particularly useful for pipe or structural steel where identification markings must be visible through the protective film.  This product protects unpackaged material or equipment shipped overseas.  It is recommended for use on external parts of machine tools stored outdoors, on motor blocks, dies, farm machinery and numerous other metal items.

HOW TO USE
Rust Veto 342 can be used neat or diluted with petroleum solvents such as naphtha, Stoddard Solvent or kerosene for application by spray, dip or brush.  For maximum outdoor rust protection, Rust Veto 342 should be applied in the neat form.

This protective coating must be removed before welding because it contains metallic soaps which interfere with welding.  The protective coating must also be removed before painting, as paint does not adhere to it.

Rust Veto 342 is easier to remove than many other types of long-term preservatives.  The protective film is best removed through combined action of solvent and alkaline cleaners.  Elevated temperatures or even steam cleaning aids in film removal.  Contact your local Houghton Representative for specific recommendations.
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RUST VETO 342
SHIPPING INFORMATION
Rust Veto 342 is shipped in 55 U.S. gallon (208 liter) metal drums.

DOT PROPER SHIPPING NAME
Combustible Liquid NOS

SHIPPING CLASSIFICATION
Petroleum Lubricating Oil NOS

STORAGE/HANDLING/DISPOSABILITY
No health or safety hazards exist when Rust Veto 342 is stored, used and disposed of in accordance with instructions given on the Material Safety Data Sheet for this product.

WARRANTY
The information given here is considered to be correct and is offered for your consideration, investigation and verification.  No warranties are expressed or implied since the use of our products is beyond our control.  Statements concerning the use of Houghton products are not to be construed as recommending the infringement of any patent.

EXPORT STATEMENT

This commodity and its technology are subject to the export control laws and regulations of the United States Government.  Buyer agrees that it shall not make any disposition, by way of export, diversion, transshipment, re-export or otherwise, except as expressly permitted under United States law.
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